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Petrobras' oil 
production in Brazil 
up 8.3% in October 

Adding the volumes of oil and natural gas, the average 
production, in October, in Brazil, totaled 2,210,830 bar-
rels of oil equivalent (boe) per day, 6.9% more than a year 
ago (1,887,366 boe per day) and stable compared to the 
previous month's mark.

Th e average oil production in October was 1.3% lower 
(1,897,563 barrels/day) than in September. Th is slight 
variation resulted both from operating problems, which 
have already been resolved, at platforms P-52 and FPSO-
Brasil (Roncador Field), and at P-48 (Caratinga fi eld), 
and from the decreased production at the Furado Oil 
Treatment Station, in Alagoas, on account of the accident 
which took place there on September 23. Gas produc-
tion in October, meanwhile, was 2.3% higher than in 
September 2008.

Considering Petrobras’ fi elds in Brazil and abroad, the 
total oil and natural gas production last October reached 
the daily average of 2,440,367 barrels of oil equivalent 
(boe), 9.4% more than a year ago and stable compared 
to September.

International production
Th e volume of oil and natural gas produced by Petrobras 
in the eight countries where it has E&P operations, in 

Petrobras’ average oil production, in Brazil, reached the mark of 1,872,970 
barrels in October, an 8.3% increase over a year ago.  Th e natural gas production, 
also in the domestic fi elds, topped-out at 53.711 million cubic meters/day, 26% 
more than the 42.589 million cubic meters produced in October 2007.

barrels of oil equivalent, closed at 229,528 barrels per day 
in October, 3% more than in September. New wells go-
ing online in the Agbami fi eld, in Nigeria, helped boost 
the volumes produced abroad compared to the previous 
month’s total.
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PETROBRAS’ OIL & NATURAL GAS PRODUCTION 

OCTOBER 2008 PER STATE AND COUNTRY 
  
  

   OIL/GAS in barrel 
STATE/ 

COUNTRY 
OIL PRODUCTION 

barrels/day 
GAS PRODUCTION 

thousand cubic meters/day 
equivalents/day 
(boe) 

  
  

 ONSHORE OFFSHORE TOTAL ONSHORE OFFSHORE TOTAL   TOTAL –BOE/DAY 
  

Rio de Janeiro --- 1,527,734 1,527,734 --- 23,080 23,080 1,672,905 

Espírito Santo 18,408 90,507 108,915 742 8,325 9,067 165,947 
Amazonas 50,705 ... 50,705 9,555 ... 9,555 110,803 
Bahia 47,710 218 47,928 3,251 2,377 5,629 83,330 
R.G.Norte 56,068 10,756 66,823 801 1,066 1,867 78,565 
Sergipe     37,395 13,546 50,941 256 2,467 2,723 68,067 
Alagoas 4,674 167 4,841 1,191 204 1,395 13,616 
Ceará 2,351 8,037 10,388 2 175 177 11,501 
Paraná (schist) 4,276 ... 4,276 127 ... 127 5,073 
São Paulo --- 131 131 --- 91 91 705 
Paraná  ... 288 288 ... 6 6 328 

  
  

 Total Brazil 221,586 1,651,383 1,872,970 15,925 37,792 53,717 2,210,839 
  

        
Argentina 53,093 --- 53,093 8,614 --- 8,614 103,791 
Bolivia       8,296 --- 8,296             7,539 --- 7,539 52,669 
Peru     13,614 ... 13,614 357 ... 357 15,715 
Colombia 15,353 ... 15,353 22 ... 22 15,482 
Venezuela 12,433 ... 12,433 266 --- 266 14,001 
Nigeria ... 13,755 13,755 ... ... ... 13,755 
Ecuador 11,061 ... 11,061 ... ... ... 11,061 
Angola ... 2,382 2,382 ... ... ... 2,382 
United States ... 14 14 ... 112 112 673 

  
  

Total Abroad 113,850 16,151 130,001     16,798       112 16,910 229,528 
  
  

Total Petrobras 335,436 1,667,534 2,002,971 32,723 37,904 70,627 2,440,367 
  

 Source: Petrobras

PETROBRAS’ OIL & NATURAL GAS PRODUCTION
OCTOBER 2008 PER STATE AND COUNTRY
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Mature Fields
The revitalization of fields already past their production peak gives them a 
new life and steps up Petrobras’ oil production.

Until very recently, the Exploration and Production area 
of Petrobras had no corporate program focused on the 
revitalization of its mature fields, i.e. those fields that 
have already passed the production peak foreseen in 
their original exploitation scheme and in general have 
been in production for 10 years or more.  However, the 
setting up of RECAGE - the Mature Fields Recovery En-
hancement Program, changed this situation as of 2004.  
Today, thanks to this program, fields such as Carmópo-
lis, Canto do Amaro, Camorim, Dourado, Bonito, and 
Albacora that have already passed their peak produc-
tion, have acquired new vitality and in some cases total 
production is greater than it was in their prime.

RECAGE is a corporate management program that 
structures the support and the accompanying system-
atic incentives that, in Petrobras’ Exploration and Pro-
duction Business Units, increase production levels of 
fields that have experienced a high level of exploitation. 
It achieves this by optimizing extraction costs and by 
the generation and management of production develop-
ment projects.  Besides this, the purpose is to extend the 
life of these fields, increasing their recuperation factor. 
This is carried out by using solutions such as increasing 
water injection levels and injecting steam in the case of 
heavy oil recuperation.  Other solutions are the central-
ization and rationalization of installations for injection, 
production, and treatment deployed, and the introduc-
tion of new technology such as the underwater injection 
of seawater in wells and the use of horizontal wells with 
long multi-fractured stretches.

"We want RECAGE to bring better management to our 
projects and processes, to increase production,  to opti-
mize costs, and  to help the Exploration and Production 
area overcome its major challenges, namely to reduce 
production decline, to increase reserves, and to improve 
the recuperation factor of fields that have experienced 

a high level of exploitation. The program is of major 
importance for us, since mature fields represent 70% 
of the concession blocks held by Petrobras (205 of a 
total of 288), 40% of the proven reserves of the com-
pany, and 60% of Petrobras’ total oil production.  In 
addition, the 13 production development projects that 
are being accompanied by this program add around 
850 million barrels of oil to Petrobras’ proven reserves, 
which is equivalent to the discovery of a giant field,” 
explains Carlos Roberto de Carvalho Holleben, general 
coordinator of RECAGE.    

Revitalization in the Northeast 
The anticipated results are encouraging. The Carmópo-
lis field, discovered in 1963, in the onshore basin of Ser-

Mature fields onshore, such as the Canto de Amaro, will reach a 
new production peak, thanks to the Recage program.

Giovanni Sérgio / Petrobras Image Bank
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gipe-Alagoas, is today Petrobras’ major accumulation of 
oil onshore and is on course to becoming a RECAGE 
success story. Carmópolis, which produces 21° to 23° 
API heavy oil, reached its peak production in 1989 – 
a total of 27,000 bpd. Now, thanks to investments of 
around US$ 314 million, to be made in interventions 
to increase the water injection levels in its wells and in 
the expansion and rationalization of installations for 
water injection and for the production and treatment of 
oil,  the intention is to optimize the exploitation of the 
field  from 2007 to 2025 and to extract greater volumes 
of oil  from the reservoir.  Consequently, there will be 
an increase in production and reserves, with significant 
economies of scale. Implemented in the field on August 
2007, the new peak production of the field is expected 
to occur between 2010 and 2012.

The onshore field of Canto do Amaro, in Rio Grande do 
Norte, which has already attained production of 40,000 
barrels per day (bpd) of good quality 28° to 40° API 
oil, will receive investments of about US$ 410 million. 
A new production peak is also expected between 2010 
and 2012.  In this field, as in Carmópolis, a total of 367 
new wells will be drilled, including both production 
and injection wells, and another 1,387 wells will under-
go complementary conversion and recompletion opera-
tions. The water injection systems will be increased by 
500,000 barrels per day.  With this, the oil production 
of Carmópolis and Canto do Amaro should rise from 
the current 48,000 bpd to 70,000 bpd.

The offshore fields of Camorim and Dourado, located 
along the Sergipe coast in shallow water at depths of 
between 25 and 145m and of 30m, respectively, where 
light oil of excellent quality is produced, will also be re-
vitalized. With investments of US$ 600 million, Petro-
bras intends to increase productivity of these fields by 
600% in five years.  The project will involve the drilling 
of 27 new wells and the re-completion of 65 other wells.   
In addition, 73.8 kilometers of new pipelines will be 
laid for water injection in the two fields, and there will 
be two new platforms of the Caisson type, with a deep 
draft, one in each field, as well as a new platform in 
Dourado. In Camorim, the second-largest field in Ser-
gipe, a new Caisson will be launched and the deck of 
the PCM-11 platform will be restored.

The Dom João Mar field, in Todos os Santos Bay near 
Salvador in Bahia, is old and has low production but 
holds considerable reserves, of almost 600 million bar-
rels. It will be extensively revitalized, with environmen-
tal care redoubled.  "Since it is a field located in an en-
vironmentally sensitive area, for part of it is in shallow 
water and part in a mangrove swamp area, Petrobras 
will create artificial islands from which directional wells 
will be drilled to reach the reservoirs.   This initiative 
will reduce the number of wells and platforms in the 
area,” explains Holleben.

Another differentiated and corrective environmental 
project foreseen in RECAGE is the injection of carbon 
dioxide (CO2), a type of greenhouse gas, into wells.  
"Thanks to a joint incentive of the Exploration & Pro-

The Camorim offshore field, located in the deep waters off the 
coast of Sergipe, will be revitalized.

Juarez Cavalcanti / Petrobras Image Bank The offshore fields of 
Camorim and Dourado, 
located along the Sergipe 

coast in shallow water 
at depths of between 25 
and 145m and of 30m, 

respectively, where light oil of 
excellent quality is produced, 

will also be revitalized. 
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duction and Supply areas, a pipeline will be constructed 
to transport the gas produced at the Landulfo Alves Re-
fi nery (RLAM) in Mataripe (Bahia) to the Miranga fi eld 
in Bahia so that after water injection in the wells, the 
gas will be injected, aiming at an increase in the internal 
pressure of the reservoirs and a greater recovery of oil 
from the Miranda fi eld”, adds the general coordinator 
of  RECAGE.

Revitalization of the Southeast 
In the Campos Basin, three RECAGE projects will re-
vitalize the Bonito, Badejo, and Albacora fi elds. In the 
Bonito fi eld, an area with carbonate formations of low 
permeability, unique solutions will be tested by Petro-
bras - horizontal wells with long multi-fractured stretch-
es and water injection.  Th e intention is to increase the 
recuperation factor of the wells in this type of formation 
from 8% to 30%.  In Siri, a reservoir in shallow water 
within the Badejo fi eld, solutions such as a horizontal 
well and technology for specifi c production of heavy 
oil will be used. On the other hand,  in the Albacora 
fi eld,  it will be possible to use  technology developed by 

CENPES, Petrobras' R&D center, which is innovative 
to the company namely the subsea injection of sea wa-
ter known as Subsea Raw Water Injection. Th e technol-
ogy consists of underwater pumps and fi lters installed 
on the seabed. Seawater is pumped into the reservoir 
through an injection well, which allows an increase of 
injection capacity without altering the structure of sur-
face installations.

Also in the Campos Basin, projects for the revitalization 
of the Congro and Marlim off shore fi elds are another 
RECAGE priority, in terms of production increase. Th e 
Marlim fi eld will probably be revitalized using an inno-
vative process of subsea separation of oil and water.

In the Espírito Santo Basin, in the onshore fi eld of Fa-
zenda Alegre, a project to inject steam will be set up 
for the recuperation of heavy oil, while in the North of 
Brazil, in the Solimões Basin, two projects have been 
planned – one intended to develop the gas production 
in the Rio Urucu region and the other to optimize the 
production of the Leste do Rio Urucu fi eld.

The gas produced in the RLAM refinery will be injected into wells in the Miranga field to increase its production.

Petrobras Image Bank
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Bonito field

The Albacora field will utilize technology that is innovative to Petrobras and 
developed by CENPES, namely the subsea injection of seawater.

Jose Caldas / Petrobras Image Bank

Jônio Machado / Petrobras Image Bank

Cost Optimization
As each well of a revitalized fi eld can cost from 50% to 
70% of the total cost of the project, the optimization 
of the well cost is essential in RECAGE.  Th e use of 
small pneumatic rotary rigs is a solution that has been 
foreseen with this aim in mind.  Th is equipment is be-
ing used in the fi rst phase of drilling wells in projects 
in Rio Grande do Norte and in Ceará.  Subsequently, 
a conventional drill rig, the rental of which is consider-
ably more expensive, will complete the service, with the 
advantage of carrying out the work in less time,  which 
will result in signifi cant savings  for Petrobras.  Another 
measure to optimize costs will be operations such as the 

hydraulic factoring of reservoirs without the use of rigs, 
which are expensive to rent.

At any rate, it is advantageous to invest in mature fi elds, 
since, according to Holleben, there are fewer uncer-
tainties in relation to the presence of oil. "We set up 
simple projects and obtain the largest output possible 
in exchange. Furthermore, the expectation concerning 
RECAGE is that it will contribute with 25% of the 
present production for Petrobras in 2011, which will 
mean something around 550,000 bpd,” he  reveals.  Th e 
prospects could not be more promising.

In the Bonito fi eld, 
a new solution for 

Petrobras will be tested 
– horizontal wells with 
long multi-fractured 
stretches and water 

injection.

Th e technology of subsea 
injection of seawater 

consists of pumping the 
seawater into the reservoir, 

through an injection 
well, which increases the 

injection capacity without 
aff ecting the surface 

installations.
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Th e Carmópolis fi eld in Sergipe is presently serving 
as a base for technological tests that could bring a  
fi nal solution to one of the main problems during 
the production of heavy oils - the presence of oily 
sludge, a sub-product until now characterized as an 
environmental liability and discarded in sanitary 
landfi lls or given to cement industries.  Th e tech-
nology, unprecedented in the world and recently 
patented by CENPES in the United States and in 
Europe, reduces both the volume of oily sludge 
generated and the cost to discard it, almost totally 
eliminating the problem.  It is a matter of thermal 
treatment of multiphase residues and materials plus 
( TTRMM+).

"Petrobras’ environmental liability is on the order 
of 300,000 tons of oily residues, stored in vari-
ous units. Th is number has been increasing, since 
the cement companies that have agreements with 
Petrobras have ceased to accept donations of resi-
dues.  With the setting up of TTRMM+ technolo-
gy, this scenario is changing.  In two or three years, 
Petrobras will save around US$ 40 million per year 
in the transport and storage of these rejects,” ex-
plained Luis Fernando Gallo, an equipment engi-
neer at CENPES.

A TTRMM+ technology prototype on a semi-
industrial scale, the Telab K500 was set up at the 
end of January in the fi eld. Developed through a 
technology partnership between CENPES and the 
industrial equipment company Albrecht, it was as-
sembled within a large cylinder and placed on a 
trailer that can be transported to various Petrobras 
units. Th is prototype has the capacity to process 
500 kilos of oily sludge per hour.  Its system in-
cludes a series of processes in which the residues 
generated during the extraction of oil are submit-
ted to temperatures that reach 700°C.  Within this 
closed cycle process, 99% of the oil in the sludge 
is recovered, obtaining a quality oil that is sent to 
a refi nery; water that is sent to treatment stations 
or reinjected; gas that is treated or reutilized; and 
the solid content that is transformed into an inert 
matter can be discarded into nature without any 
environmental damage and without added co-re-
sponsibility.  

According to the coordinator of the  TTRMM+ 
project, Arilza Pickler, a chemical technician in the 

Elimination of oily sludge   
area of Biotechnology and Environmental Treat-
ments  at  CENPES, the high temperatures of the 
process guarantee that the solid fraction remaining 
is 100% free of hydrocarbons, which means total 
utilization of the oil.  "As research goes on, new 
uses will be found for each sub-product,” he adds.

Th e uses of TTRMM+ could bring benefi ts to the 
Exploration & Production, Transport, and Refi n-
ery areas of the company, since oily residues of-
ten accumulate at the bottom of reservoirs and 
oil tanks over time.  During regular maintenance 
stops this sludge is removed and, since there was 
no appropriate use for it, it became an environ-
mental liability.  Now, thanks to the diff usion of 
TTRMM+ technology in Petrobras, the elimina-
tion of oily sludge is no longer a cause of concern. 

While the Telab K500 tests go ahead in Sergipe, 
researchers at CENPES are installing equipment 
with a smaller processing capacity, around 200 ki-
los per hour, in the Nativo Oeste fi eld in Espírito 
Santo.  Th e objective is to test another innovation 
made possible by the TTRMM+ technology – the 
production of solvents for injection from residues 
of oily sludge. Th e light oil extracted from the 
residues will be reinjected into the reservoir, to be 
mixed with the heavy oil to revitalize the produc-
tion which was stopped because it was uneconom-
ical. Th e process is unprecedented and is protected 
by international patents. 

The TTRMM+ technology, patented by CENPES, reduces 
the volume of oil sludge emanating from the production 
of heavy oils.

Petrobras Image Bank
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The pipeline 
network from 
North to South
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By Petrobras Press Office 

In addition to the investments made in generating elec-
tric energy and in increasing natural gas supply, Petro-
bras also works to increase the product transportation 
infrastructure. Th e gas pipeline network will grow, from 
nearly 6,500 kilometers, in 2007, to more than 10,000 
kilometers, in 2010.

One of the main projects is the Southeast Northeast Gas 
Pipeline (Gasene), an integral part of the Federal govern-
ment’s Growth Acceleration Program (GAP), and 1,387 
km long. Th e fi rst two sections, Cacimbas-Vitória (131 
km) and Cabiúnas-Vitória (303 km), are already in op-
eration.

Th e remaining section is expected to be completed in the 
fi rst quarter of 2010. Th e Gasene is the biggest pipeline 
construction engineering and assembly project in Brazil 
since the completion of the Bolivia-Brazil Gas Pipeline, 
in 1999. Th e project is an infrastructure milestone in Bra-
zil, and will allow the existing networks in Southeastern 
and Northeastern Brazil to be interconnected and will be 
capable of transporting 20 million cubic meters per day.

In addition to the Gasene, work is being done to rein-
force the Northeast network, which currently totals 1,700 
km of gas pipelines. Th e Southeast will also get new gas 
pipelines which, among other functions, will allow pro-
duction to be transported from the Santos, Campos, and 
Espírito Santo basins, supplying these markets with gas. 
Th e Northeastern Region, meanwhile, will count on the 
Urucu-Coari-Manaus pipeline to supply the capital of 

the State of Amazonas to generate power by means of 
thermoelectric plants, reducing local dependency on fuel 
oil or diesel fuel.





Pipeline Te   st Loop 14
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By Pipeline Technology Center - CTDUT 

We are all aware that new technologies development 
may take a while  before giving birth to innovations. It 
is quite natural that problems will constantly rise and be 
solved until the product becomes marketable. In most 
of the human knowledge fields,  technology and equip-
ment users are spared from the need to cope and inter-
act with typical development processes since they can be 
run at specific facilities or in basic reserved laboratories. 
New equipment are released to users after gaining all 
necessary approvals. 

In the case of the pipeline industry basic labs may become 
quite limited for certain more evolved trial stage applica-
tions, but given the highly significant costs involved in 
the construction of full scale testing centers, most of the 
companies test new equipment and procedures in the 
field, facing operational risks while the customers witness 
a continous trial and failure cicle. Such an open process 
gives rise to consequences that extend beyond financial 
losses, as they may tarnish the image and the reliability of 
a supplier in front of its customers.

Training activities for new operators are subject to oth-
er categories of constraints, as the huge responsibilities 
and risks of accidents require newly-qualified workers 
to spend additional lengthy periods of time under the 
sponsorship of their senior colleagues until they are suf-
ficiently trained to handle the job by themselves. This  
training structure increases costs, slows the entry of new 
skilled workers into effective work, and does not ensure 
risk-free training.

Undesirable from every standpoint, these situations are 
consequences of high costs and, ultimately, low usage 
rates of testing and training facilities that makes it un-
feasible or unattractive for a single user to build such an 
installation alone. In such a scenario it is quite unlikely 
that the outcome of a cost x benefit analysis will recom-
mend the construction of individual installations.

CTDUT’s concept as a shared laboratory that is open to 
the entire pipeline industry eliminates  the unfavorable 
cost x benefit result. Its Pipeline Test Loop 14 is available 
for equipment testing and crew training purposes at no 
risk to the environment nor to the operators’ distribution 
and transporting activities.

The Pipeline Test Loop 14 is a 100m  by 14” diameter 
loop circuit assembled with several flanged spools that 
can be easily interchanged or removed. These spools have  
damages which were deliberately and carefully inserted 
and  mapped, making it easier to assess new pipeline 
integrity inspection tools. New spools can be produced 
and included in the circuit in order to attend customer’s 
requests for  new developments. This Pipeline Test Loop 
counts with its own pumping system and PIG launcher 
and receiver located close to each other.

Since it works with water or inert gas, the Pipeline Test 
Loop 14 facilitates training, as it offers no environmen-
tal risks, even if a trainee operator performs a procedure 

Some of the major challenges to the pipeline industry is testing new materials 
and equipment, and training personnel at facilities that are permanently in 
operation, transporting inflammable products that are vital for the country’s 
economy and the good functioning of the society.  



Pipeline Te   st Loop 14
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Although most of the technologies employed in PIGs 
production are wide spread, due to its unique manufac-
turing characteristics, each unit produced is separately 
assessed in order to measure the eff ectiveness of each pro-
duced PIG, which may diff er from that of some other 
unit produced by the same manufacturer using the same 
technology. Th is is a type of calibration that only a pipe-
line with mapped defects can provide.

For all the reasons presented above, the benefi ts off ered 
by the Pipeline Test Loop 14 for testing and training ac-
tivities will certainly make this a major ally of companies 
that act in the pipeline industry, while reducing the risks 
of accidents, which are not always easily quantifi able.  

CTDUT is open to respond to new demands presented 
by the pipeline community.

mistake. Th is characteristic also allows real leaks to be 
caused, assessing the actual capacity to detect or repair 
them, with the pipeline under load.  

Another extremely important aspect is the capacity of the 
Pipeline Test Loop 14 to be used as a defi nite tool for 
calibrating pipeline integrity assessment devices. Routine 
inspections of pipelines with PIGs or other inspection 
tools are vital for lessening the probability of leaks. How-
ever, these inspections are extremely expensive, and al-
ways involve a certain amount of operational risks.

We know that inspection tools are not able to achieve 
100% accuracy when searching pipelines for damages or 
when assessing such damages. However, it is necessary 
to be aware of the actual capacity of such tools to locate 
and categorize these potential risks for the benefi t of the 
pipeline and the society that lies around it.



Pipeway Integrity:     A Huge Challenge
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By Mario Jordao, Project Management – Duque de Caxias Refinery – PETROBRAS

Piping is one of the most important sources of static equipment’ failure in 
the Oil and Gas Industry1. People have spent much time to establish an 
eff ective system to manage the integrity of such equipment. We can divide 
piping into two main classes.

On-site piping is inside the process units and its lines have in common 
the possibility to be liberated and repaired at the same event, the main-
tenance turnaround.

Off -site piping serves to connect the units among each other and with 
storage tanks and clients outside the plant. Th ese off -site pipes are fur-
ther divided in two more types: ducts or, in common language, pipelines 
which pass through third-owned areas, and will not be studied here; our 
interest in this article are the off -site pipes inside the limits of a complex, 
like a refi nery or a petrochemical facility, but outside the battery limits of 
the units. Th e typical code adopted to design these pipelines is the same as 
on-site piping, ASME B31.32, called “Process Piping”. 

Why is off -site piping so critical? Although these lines 
are essential to the operational continuity, normally they 
cannot be treated like on-site piping. It is because those 
equipment often connect units whose operating periods 
are not the same. For example, a crude atmospheric and 
vacuum unit produces, among others, diesel oil, vacuum 
gasoil and residue. Diesel is sent to a hydrodesulphur-
ization unit to be specifi ed and gasoil may be sent to a 
catalytic cracking unit to produce lighter products. Th e 
residue can go to a delayed coking unit, where it will be 
thermally cracked. All these units cannot, for many orga-
nizations, have an integrated maintenance shutdown. So, 
it is necessary to deal with the fact that there will be units 
in maintenance among others in full operation. Some 

auxiliary and relief systems, like steam and fl are piping, 
are also frequently unavailable to maintenance together 
with others, because they serve the complex as a whole.

Off -site pipelines are usually built in three kinds of ar-
rangement: pipe-racks, pipeways and buried lines.

Pipe-racks lie on supports that keep them elevated high 
enough to make people need platforms, scaff olding or 
rigging machines to access then. Th at is the common so-
lution to on-sites, where there are many equipment to 
be arranged in a relatively small space. However, some 
refi nery, chemical or petrochemical facilities have more 
limited areas, which makes the designers follow this op-
tion to the off -sites too.



Pipeway Integrity:     A Huge Challenge
Why is off-site piping so critical? Although these 
lines are essential to the operational continuity, 

normally they cannot be treated like on-site piping. 
It is because those equipment often connect units 

whose operating periods are not the same.

19Brazil Oil & Gas  Issue 12

Pipeways are piping systems erected in trenches below the 
level of the facility’s grade. It permits the traffic through 
the complex, for people, vehicles and machines (e.g.: 
cranes). Major problems arise from this “negative” ele-
vation, because it allows rain water and other liquids to 
accumulate in the trench, increasing local humidity and 
sometimes flooding the place. This water easily absorbs 
sour gases present in the industrial atmosphere, increas-
ing environment corrosivity. Pipeways often are damaged 
in the pipe-support interface by mechanisms like crevice 
and microbiological corrosion. Wet insulation causes en-
ergy losses and corrosion under insulation (CUI). So, for 
on-site piping and off-site pipe-racks the inspector must 
essentially pay attention to the interaction between the 
fluid conducted and the material; pipeways, however, of-
ten deteriorate faster for external reasons, associated with 
the trench microclimate: warm, moist and biologically 
and chemically aggressive.

Buried piping will not be treated in this article either, 
because they have specific and well established inspec-
tion programs3,4. The common solution to protect buried 
pipelines is the cathodic protection (CP). However, some 
pipes usually have small buried sections, like when pass-
ing through a tank farm’s dike. In this case, the strategies 
applied to the pipeways include these parts, because there 
are soil-to-air interfaces and buried pieces not protected.

API 570 “Piping Inspection Code”5 indicates the inspec-
tion organization must evaluate, for each piping system, 
the likelihood of failure associated with its consequence. 
This approach is called “Risk-Based Inspection” (RBI), 
and is more detailed in the documents API RP 5806 and 

API RP 5817. The API Piping Inspection Code is very 
useful for on-site piping, but does not give more details 
to deal with pipeways. It means we need to develop spe-
cific strategies to guarantee pipeways integrity.

There are a number of good practices, involving inspec-
tion, operating, safety and other procedures applied to 
pipelines8,9 which could be adapted to pipeways. Other 
procedures come from on-site criteria. The goal is to cre-
ate an integrity-management system for these lines com-
parable to the best monitored piping. Unfortunately, the 
main actions adopted to protect pipelines – CP and pig-
ging – are in general not applicable to pipeways.

Leadership
Changing a philosophy or, at least, a culture requires 
a leadership committed to the change.  The following 
recommendations will not take place without manag-
ers’ decisions.  Many barriers to the changes are built 
on dogmas and myths, and many times the directors are 
specially vulnerable to the “conservative” approaches, re-
jecting some important alterations. The necessary part-
nership among all stakeholders (operational, inspection, 
maintenance and industrial safety sectors) is dependent 
to the leaders’ attitude.

Personnel
The most important step to reach the full reliability of 
pipeways is to prepare personnel to be able to establish 
the pipeway integrity program. People must be trained 
at least in qualitative RBI and be updated on inspection 
technology. In addition, the organization must give pipe-
way inspectors their deserved status, because these work-
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ers are commonly treated as second-category technicians, 
usually remembered only when a sinister situation oc-
curs. It is similar to taking care of the heart and spurning 
the circulatory system. Th e operational team is important 
to communicate all abnormality to the qualifi ed person-
nel. Workers from maintenance specialties (welding, rig-
ging, painting, etc.) must be well involved to plan and 
execute the repairs and other interventions at the correct 
moment.

Supporting Structure
Th e pipeway system’s reliability is not limited to piping 
inspection. Th ere are many desirable devices useful to 
protect the lines.

A good leak-detection system permits rapid actions to 
localize and stop leakages. Pay attention to the fact that 
an “inoff ensive” release (like steam) can be harmful to an 
adjacent pipe. Th e fi rst leak-detections system is the “pa-
trol” made by operators or other plant workers. A closed 
TV circuit is also useful as the pipeway is big. Night il-
lumination is important not only to detect leaks, but to 
avoid accidents and operational errors. Pumping control 
is an indirect way to detect leaks, when a product is sent 
to a tank. Th e correct fl ow and level measures allow the 
controllers calculate if there is some missing fl uid.

Th e trenches must, if fl ooded, be quickly and easily 
drained. If it is not possible to drain the trench by grav-
ity, because it is the lower part of the plant, mechanical 
or jet pumps can be used to extract the liquids from the 
pipeway to a safe location.

Inspection Planning and Technology
Th e traditional approach treats these lines by geographic 
areas, including a basic qualitative (sometimes too sub-
jective) RBI analysis. Th e inspection programs are essen-

tially based on visual and conventional ultrasonic (UT) 
inspections, and the maintenance programmed close to 
the end of remaining life. Unfortunately, often the line 
can’t be liberated on the predicted date, which brings the 
need for alternative repair solutions like mechanical con-
nectors, patches or plug welds. Th ese emergency actions 
are valid but tend to become “normal” and early forgot-
ten.

We propose a hybrid approach, where the visual inspec-
tion may be conducted by geographic areas and the non-
destructive tests (NDT) must be submitted to a rigorous 
RBI program. Th e geographic and NDT inspection have 
to be analyzed in an integrated system, because a failure 
at a low-risk line (for example, a pipe with low pressure 
steam) may cause damages in higher-risk neighborhood 
lines (like LPG piping).

Th e inspection program must consider if the pipe oper-
ates continuously or not, because it changes the state of 
the internal corrosive medium and, if the pipe is insu-
lated, can cause CUI.

It is out of the scope of this article to describe all in-
spection techniques. However, we need to consider the 
adoption of methods and technologies compatible to op-
erating lines, minimizing the need to shut-off  the line to 
make the inspection. As pigging is not a possible option 
for pipeways, we suggest the application of ultrasonic 
guided waves (UTGW)10 combined to digital radiogra-
phy (DXR) to have a good notion of piping integrity. 
Th e shape of external coating (painting, insulation) must 
be well monitored too, with visual or instrumented tech-
niques. Th e UTGW and DXR data, with visual and UT 
results and the equally important historical records and 
piping data sheets can feed a strong RBI program, ensur-
ing a satisfactory reliability level to the pipeway system.

Pipeway Integrity: A Huge Challenge

We propose a hybrid approach, where the visual 
inspection may be conducted by geographic areas and 
the non-destructive tests (NDT) must be submitted 

to a rigorous RBI program. 
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Design & Management of Change and 
Documentation
In general, industrial projects are carefully conducted 
when dealing with on-site design and construction. On 
the other hand, the off -site facilities are many times ne-
glected. Th e licensors often deal only with the on-site, 
leaving the off -site design to the client or third-part con-
tractors. So, the owner must control all projects in an 
integrated data base, to avoid undesirable interferences 
and other design errors.

Th e lack of attention to the off -sites, in addition, usually 
generates delays and late design changes, which are too 
expensive and can bring hidden new problems. When 
new lines are erected in an old pipeway, special attention 
must be given to the foundations and supports existents, 
because there is a trend to use then to bear the new lines 
without a deep study. All changes have to be well studied 
and recorded.

Th e piping documentation could ask for a special chap-
ter. Even for on-site facilities, piping rarely receives the 
attention that, for example, pressure vessels do. It would 
be naturally diffi  cult to do because the number of lines 
is many times bigger than the number of pressure ves-
sels. Hence, it is necessary to simplify the forms, reports 
and other documents to keep the knowledge about the 
piping systems updated. But the organization can never 
think this database has little importance. We’ve already 
piping has a regrettably high position in the industrial 
accidents ranking, so more care is needed. Th e RBI tech-
niques are very useful to guide the inspection team to 
the more critical lines, enhancing the eff ectiveness of the 
inspection program. But, if the database is weak, it will 
be unsuccessful.
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Upgraded OCTG and 
Pipeline Industrial plant 
in Lorena, São Paulo 
Apolo Tubulars recently upgraded its industrial plant 
located in the City of Lorena, in São Paulo State. A spe-
cial event was held November 13 at Apolo's plant, and 
was attended by Carlos Eduardo de Sá Baptista, Apolo 
Tubulars CEO and President.

The investments in cutting-edge manufacturing in asso-
ciation with the strategic location of facilities result to-
day in the company's competitive advantage which has 
started to market a range of finished tubing (OCTG) 
for the exploration and production of oil and gas with 
diameters from 2. 3/8" to 9.5/8". Those pipes are classi-
fied, depending on their applications, as Tubing - with 
diameters from 2. 3/8" to 4.1/2" and steel degree of up 
to P110 - and as Casing - with diameters of up to 9.5/8" 
and steel degree of up to P110.

Upon the start of this new business, Apolo Tubulars in-
tends to direct its output to the manufacturing of high 
quality Oil Country Tubular Goods (OCTG) and Pipe-
line to service its customers needs. The company's short 

term goal is to support its customers globally as well as 
emphasizing support for the rapidly expanding Brazil-
ian Energy Industry. Apolo's plant has an installed ca-
pacity of 120 thousand tons of pipes.

The company's plan to upgrade its manufacturing plant 
started in 2003 and required investments of approxi-
mately R$ 62 million, 110 thousand man - hours dur-
ing the implementation stage, and 48,840 man - hours 
during the technical training and technology transfer 
stages. The plan is strategically in line with Brazilian oil 
industry's accelerated development and growth trend 
due to ongoing growth in global energy input demand.

“At that time, it was clear that in order for Brazil to 
succeed in its search for oil great technological improve-
ment and qualification was required. Today, we see that 
our decision to prepare ourselves for this moment was 
extremely wise and enables us to participate actively in 
the new market challenges of the oil and gas industry",  
states Carlos Eduardo.
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Th e plant development project comprised the acquisi-
tion of national and foreign equipment of highly im-
proved technology used for inductive heating up-set op-
erations and for mechanical pressure wall width growth, 
and pipe heat treatment equipment based on computer-
assisted inductive process control, and a dedicated pipe 
straightening software. 

Th e plant development further enables the performance 
of non-destructive tests in all process stages utilizing ul-
trasound technique and hydrostatics tests up to a pres-
sure of 20 thousand psi. For the threading stages, four 
data control centers utilizing dedicated Round, Buttress 
and Premium thread programs and sleeve torque equip-
ment with mapping, are provided.  

Th e expertise in connection with the new manufactur-
ing processes incorporated during the equipment com-
missioning and start-up stages was possible due to the 
support of United States Steel Corporation, which was 
the provider of technology and tubular products, and 
partner holding a 50% interest in Apolo Tubulars in 

Brazil. Th e remaining 50% is controlled by Apolo Tubos 
e Equipamentos, a Peixoto de Castro Group subsidiary.

It is a company focused on high quality steel pipe 
manufacturing, welded with high frequency induction 
welding (HFIW), for the oil and gas industry and other 
segments within the energy sector. 

New Capacity 
Presently, Apolo Tubulars' industrial plant has an in-
stalled capacity for manufacturing 120 thousand tons 
of pipes, 80% of which is directed to the manufacturing 
of exploration and production pipes (OCTG) and 20% 
for Line Pipe.

Based on the technical cooperation with U. S. Steel and 
the development of its industrial plant, the new com-
pany will attend a wide variety of clients with its large 
and well-developed global distribution network.

For more information about the company, please visit 
the following website: www.apolotubulars.com.br
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By A.G. Raffn, M. Zeybek, T. Moen, Schlumberger; J.E. Lauritzen, A.H. Sunbul, D.E. Hembling, A. Majdpour, Saudi Aramco

This article discusses the PLT-correlated results of two 
test wells completed during 2006; one in sandstone and 
one in a carbonate reservoir, with the new completion 
technology of nozzle-based passive inflow control de-
vices (ICD) which improves performance of wells with 
reservoir challenges as described:1. In highly productive 
sandstone reservoirs, horizontal wells suffer from uneven 
flow profile and subsequent premature cresting/coning 
effects. In general, there is a tendency to produce more 
at the heel than at the toe of horizontal wells, which con-
tributes to poor well cleanup at the toe. Additionally, ex-
cessively increasing the rate and/or horizontal well length 
can increase the risk of limiting sweep efficiency, result-
ing in bypassed reserves1.

2. In carbonate reservoirs, permeability variations and 
fractures can cause uneven inflow profile and accelerate 
water and gas breakthroughs. Wells with early gas or wa-
ter breakthrough have to be shut-in until remedial plans 
are decided and implemented, resulting in deferred pro-
duction. 

The main reservoir objectives for applying passive ICD 
technology in the two test wells are:

a. Sandstone: Decrease the influence of heel-toe effects 
and high permeability zones; thereby deferring water/
gas breakthrough, improving well cleanup and sweep ef-
ficiency.

b. Carbonate: Control flow rates from high permeability 
intervals and to limit production from each compart-
ment based on lateral offset from the gas-oil contact to 
prevent premature gas breakthrough.

The test well PLT-logs were correlated to static reservoir 
simulations. Analyses of the well performances show that 
the objectives of both completions were achieved. By 

having proper matches of the completions with ICD, the 
value over standard completions can be evaluated.

Post-evaluation of the completion designs based on the 
PLT-log results has increased our understanding of the 
nozzle-based ICD performance. As a result several ap-
proaches for completing wells in both sandstone and car-
bonate reservoirs with ICD have been recommended in 
order to achieve optimized inflow performance.

Introduction
Two trial wells with nozzle-based passive ICD systems 
were designed and completed in 2006; one for sandstone 
and one for carbonate reservoirs. To evaluate and approve 
the new ICD completion, these wells were production 
logged and the results were carefully analyzed. 

The most important feature of the ICD completion is 
the self-adjusting effect of flow variations anywhere along 
the well trajectory and whenever they occur during entire 
well life. The key benefits are:

1) Increased well life and reserves due to improved sweep 
efficiency.

2) Delayed gas and water breakthrough.

3) Decreased water/gas rates after breakthrough when 
water/gas mobility is higher than oil.

4) Improved well cleanup.

The pressure drop through the ICD unit is generated 
by the flowing fluid through the nozzles (Figure 1a), de-
scribed by a part of the Bernoulli equation:

                                                              (Eq. 1)

Where: p=pressure, ρ=density of fluid, v=velocity, 
q= rate and A= total cross section area of the nozzles. 

Case Histories of Improved Ho      rizontal Well Clean Up and 
Sweep Efficiency With Nozzle-B     ased Inflow Control Devices in 
Sandstone and Carbonate Res      ervoirs



25Brazil Oil & Gas  Issue 12

Case Histories of Improved Ho      rizontal Well Clean Up and 
Sweep Efficiency With Nozzle-B     ased Inflow Control Devices in 
Sandstone and Carbonate Res      ervoirs

The ICD unit is equipped with at least 2 or more noz-
zles and the pressure drop across the unit is designed 
based on the reservoir characteristics and flow rates in 
order to achieve the objectives of the well. An advan-
tage with these nozzles is that at least one or more of 
the nozzles will be exposed to inflow of fluid, making 
the system reliable for cleaning up the well even if the 
well has been left with solids-laden fluids down hole for 
a longer period before the well is put on production.  

Figure 1b shows a schematic of a well with pack-
ers to divide the lateral into compartments of 
permeability variations. The benefits of hav-
ing packers supporting the ICD completion are:

Figure 1 - a) ICD unit integrated in a sand control screen. 
Screen ensures a solids-managed flow (allow particles < 45 μm 
to be produced), length 12m=one joint. b) An ICD completion 
example with packers for every ICD joint in a naturally fractured 
reservoir.

Figure 2 - Principle of improved wellbore cleanup:
a) Barefoot 
b) Conventional Completion
c) Passive ICD completion

a) Permeability variations are captured and segmented.

b) High productivity (high permeability) intervals are 
controlled by lower number of ICD units run in those 
segments, preventing cresting/coning in those segments.

c) Inflow of gas or water through fractured zones can be 
isolated or highly restricted.

d) Annular flow between compartments is prevented.

e) Potential wet zones can be isolated while the rest of 
the well can produce dry oil.

This article discusses the PLT-correlated results of two test 
wells completed during 2006; one in sandstone and one in 
a carbonate reservoir, with the new completion technology 
of nozzle-based passive inflow control devices (ICD) which 

improves performance of wells with reservoir challenges
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When a barefoot or a conventional horizontal well is put 
on production, the fi lter cake is preferentially lifted at the 
heel of the well as a function of the heel to toe pressure gra-
dient (Figure 2a and b). Th is leads to poor infl ow perfor-
mance due to higher completion skins at the toe. Usually 
as the horizontal well length increases, the infl ow profi le 
and corresponding recovery degrades because of insuf-
fi cient well cleanup and lesser contribution from the toe. 

For a horizontal well with ICD completion, fl ow rate 
per compartment is restricted (Figure 2c). At higher 
rates, a higher diff erential pressure is created and trans-
mitted along the completion to other compartments 
and eventually to the toe. Th is diff erential pressure cre-
ated lifts the fi lter cake off  the formation face and ad-
ditionally cleans the near wellbore damage, resulting in:
a) Skin reduction
b) Higher well PI
c) Enhanced sweep effi  ciency  

Once ICD units are introduced into the comple-
tion, an additional pressure drop is created in the sys-
tem. It is therefore very important to design the ICD 
unit pressure drop in accordance with the reservoir 
properties to achieve a design with the lowest possi-
ble ICD pressure drop and still achieve the objectives. 

Figure 3 shows the principle of a standard screen comple-
tion compared to an ICD completion in a reservoir with 
1 Darcy and 2 Darcy zones simulated in a static reservoir 
model. Th e two zones are supposed to be completed with 
a packer separating the annular fl ow between the zones. 
For a conventional completion the draw-down into the 
completion is shown as the ∆PF.

Figure 3 - Principle of a standard screen completion compared 
to an ICD. a) Flux into wellbore, screen completion (Blue line) 
and ICD completion (Pink line). b) Comparison of the pressures 
along the well bore.

With an ICD completion the total draw-down into the 
completion is described as the ∆PICD, and we observe 
that the draw-down pressure ∆PF of the original hori-
zontal well is now being re-distributed between the two 
zones when completed with an ICD completion.

Th e high permeability zone of 2 Darcy is having less 
draw-down (∆pF2) while the low permeability zone of 
1 Darcy is having a higher draw-down (∆pF1), and the 
relationship is as follows:

                                                                      (Eq.2)

Where: ∆pFi is the pressure from the reservoir into the 
annulus and ∆pNi is the pressure from the annulus to 
the tubing = pressure across the ICD unit. 

Simulating the two diff erent completion types at the 
same rates, the fl ow rates for the zones are re-distributed 
(Figure 3a) and as a consequence the ICD completion 
will be able to defer gas or water breakthrough in high 
permeability layers. In addition, over time this will assure 
a much better sweep effi  ciency of the reservoir, because 
it is less likely that oil will be left behind in low perme-
ability intervals.

Using the principle of Figure 3, the well PI for an ICD 
completion at the sandface (annulus) can be estimated 
and because when the fl ow rate per segment is known 
from the PLT-logging, we can calculate the pressure drop 
across the nozzle-based ICD units per segment from Eq. 
1.  To compare the results with the actual PI potential 
for the well, it is assumed that a perfect horizontal well is 
performing according to2:

                                                                            (Eq.3)

It should be noted that an estimate of the Pwf (fl owing 
bottom hole pressure) from this equation is not includ-
ing friction loss along the horizontal well length. Th e 
Pwf may therefore be slightly more optimistic than the 
actual measurement. 

Th e evaluation of the well PI for both actual and theo-
retical has been completed for the two trial wells in order 
to measure and understand their performance.

Sandstone Reservoir Trial Well
Th e sandstone ICD well was completed in November 
2006 (Figure 4). Th e objectives of the ICD completion 
were to reduce the heel-toe eff ect, deferring gas and water 
breakthrough.

Case Histories of Improved Horizontal Well
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2) Th e production profi le changed in the time it took to 
log the two rates. 

 Th e results of the sandstone trial test in Figure 5 indicate 
that unloading at high rate can result in rapid wellbore 
cleanup; therefore, the latter condition 2), i.e. produc-
tion profi le changes due to wellbore cleanup, are evident. 
When this occurs, the utility of the lower rate PLT data-
set is greatly diminished; therefore when logging a pas-
sive ICD well, it is recommended to log the high rate 
fi rst, preferably for as long as possible, then log the lower 
rate afterwards.

Calculating the well PI at the sandface (annulus) based 
on the PLT-log results indicate clearly that the well per-
formance improved during PLT-logging (Table 1) and 
that the actual well PI is approaching the theoretical well 
PI estimated from Eq. 3. Th e numbers for the Pwf from 
PLT are here marked with blue and are the same number 
for the rate variations during the PLT, because of uncer-
tainty during the stationary readings.

Figure 4 - Sandstone ICD completion with packers for every sec-
ond joint.

Figure 5 - Raw PLT-log data of rate vs. length of the well. Green: 
lower rate and Brown: higher rate. Dashed lines indicate initial 
PLT runs, and the solid lines indicate repeated PLT runs.

Table 1 - PLT results compared to theoretical calculated well PI 
and static reservoir model PI with skin 0.

It was decided to test a large number of packers to achieve 
better infl ow control. Th e well has a total of 30 pack-
ers, i.e. approximately one packer for every second joint.  
Th is can be achieved very reliably and cost-eff ectively 
with small swellable elastomer packers.

Th e well was put on production for approximately four 
months at about 6-7 MSTB/D before the PLT-logging. 
During logging shown in Figure 5, it became obvious 
that the well most likely had not been properly cleaned 
up, and the logging tool had problems reaching TD. 
At the low rate, the well stopped short of TD by 650 ft 
due to solids-laden mud in the toe of the well (Figure 5, 
Green dashed line). Th is was not expected because the 
well had produced over a relatively long time period to 
ensure proper cleanup prior to the PLT. After increasing 
the rate to about 9-10 MSTB/D for just four hours, re-
peating the logging at this higher rate, the well could be 
logged to an additional 350 feet of measured depth. Now 
the well showed improved fl ux to a nearly perfect infl ow 
profi le across the entire production interval (Figure 5, 
Brown dashed line). 

Th is quantitatively demonstrates that the higher rate re-
sulted in a signifi cant cleanup eff ect. After four hours, 
the well was re-logged at the high rate traversing all but 
the last 50 ft of production interval (Figure 5, Brown 
solid line). For cleanup verifi cation the log was fi nally 
repeated at the lower rate (Figure 5, Green solid line) and 
a permanent change in profi le was noted. 

Th is eff ect has also been inferentially observed in other 
wells. When a well is logged at two diff erent PLT rates, 
occasionally when correlating a static simulation model 
to actual PLT results, the simulations will not match 
both rate curves. Th is can occur for one of two obvious 
reasons:  
1) Either the simulation is simply invalid due to insuf-
fi cient or invalid inputs, or 

Case Histories of Improved Horizontal Well
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Th e well PI estimated from the static reservoir model is 
assuming a skin of 0 along the entire wellbore and the 
performance according to the Pwf is in good agreement 
with the actual measured Pwf; however the well PI at 
sandface shows that the static reservoir modeling is over 
predicting the PI for the low rate, which is not that odd, 
since the initial low rate PLT log did not perform very 
well. At the high rate the static model is under predicting 
with about 100-200 STB/D/psi, which we will look into 
in further detail below. 

Calculating the infl ow per segment reveals that the toe 
part at the high rate has some problems (Figure 6a) be-
cause comparing actual PLT results with the static reser-
voir model with 0 skin along the entire wellbore, shows 
that segment 18 to 25 has less infl ow than expected. 

Fig. 6 - Inflow per segment and cumulative rate: 
a) Comparison of the PLT results with static model skin 0.
b) Match of PLT results with static model adjusted skin and 
permeability.

Figure 7 - Static modeling of ICD (Blue lines) and standard screen 
completion (Pink lines): 
a) Static model skin 0.
b) Static model adjusted skin and permeability.

Reviewing the permeability log for the well, there is no 
clear explanation for this low rate from these segments, 
so instead of extensive permeability changes, the skin was 
changed from 0 to 30 for these segments. 

For segments 5 to 7 the static reservoir model predicted 
too low infl ow (Figure 6a), so in these three segments the 
skin was adjusted to between -5 to -10 and the perme-
ability slightly increased. By doing these adjustments, the 
static model achieved a much better representation of the 
actual PLT log (Figure 6b).

Once the static reservoir model with the ICD comple-
tion matches the actual PLT-log performance at the high 
rate with less than 5% diff erence, then standard proce-
dure is to simulate how the well would have performed if 
the well was completed with a screen completion instead.

Th e simulation of the screen is assuming a perfectly per-
forming conventional screen completion, and does not 
take into consideration the risk of improper well cleanup 
of the toe as we saw from the PLT-log, and which we can-
not predict if the well was only having screens.

For the case of skin 0 along the entire well path, the 

simulations of the standard screen completion in Figure 
7a (Pink line) shows a remarkable heel-toe eff ect, with 
almost twice as much infl ow for the fi rst two compart-
ments which could potentially cone in gas or water with-
in a very short timeframe. Also the screened well in this 
case is leaving the toe part with about 20% lesser infl ow 
while the ICD completion has decreased the infl ow in 
the heel from about 11 STB/D/ft to about 6 STB/D/ft; 
confi rmed by the PLT-log and increased the contribution 
from the toe.

Th e static reservoir simulations of the ICD well match 
PLT-log results as shown in Figure 7b, where the heel 
has a negative skin and the lower part of the well has 
high skin due to improper well cleanup. Comparing this 
case with a standard screen completion, the well is very 
fortunate to have an ICD completion. (Please note the 
remarkable change in the scaling.) Th e well has increased 
contribution from the high skin compartments 18 to 25 
by about 2/3rd, meaning that the ICD completion is able 
to help high skin areas too, just as ICD completions can 
help on increasing contribution from low permeability 
layers. Th e well will therefore not suff er remarkably from 
the skin and the ICD completion will ensure good sweep 
effi  ciency of all layers.

Carbonate Reservoir Trial Well
Th e carbonate well was completed during June 2006 and 
put on production in May 2007 (Figure 8). Th e objec-
tives of the ICD completion in the carbonate reservoir 

Case Histories of Improved Horizontal WellCase Histories of Improved Horizontal Well



29Brazil Oil & Gas  Issue 12

Figure 8 - Carbonate ICD completion with 5 packers and 6 
compartments. 

Figure 9 - Inflow per segment and cumulative rate: 
a) PLT results at high and low chokes
b) Match of PLT results with static model adjusted permeability.

Figure 10 - Flux and pressure comparison OH vs. ICD:
a) Oil flux per compartment; comparison between ICD (Blue line) 
and OH completion (Pink line).
b) Pressures along well bore; ICD annulus (Blue), ICD tubing 
(Pink), OH (Green) and P reservoir (Orange).

were to restrict infl ow from the three last compartments, 
due to expected higher reservoir pressure towards the toe. 
Additionally, the toe part of the well was close to the 
gas-oil contact. Th e PLT-logging did not indicate a sig-
nifi cant pressure gradient or free gas. Furthermore, there 
was no loss of circulation during drilling, which usually 
indicates severe fracture zones.

Th e PLT loggings were fi rst performed at the high choke 
and then at a lower choke size (Figure 9a), to ensure that  
the well had been properly cleaned up before the log-
ging.  

Since the three last compartments have fewer ICD units, 
the well has an artifi cial heel-toe infl ow profi le. Also there 
was measured crossfl ow of 1000 RB/D during shut-in of 
the well which indicated a pressure gradient of about 2 
psi decreasing towards the heel.

Th e high rate was then matched in the static reservoir 
model (Figure 9b) and required a manipulation of the 
permeability data. Th e well was initially designed based 
on an average permeability of 500 mD however the aver-
age permeability had to be increased to about 590 mD. 
Also the well had a higher GOR than expected, which 
was accounted for in the matching process.

Th e well PI at the annulus was predicted to be 250 
STB/D/psi, however according to actual well perfor-
mance the PI is approximately 500 STB/D/psi, right on 
target according to the perfect horizontal well PI calcu-
lated from Eq. 3. Th is means that there are no indica-
tions of formation damage due to skin eff ects. Th is is also 
a remarkable result, since the well was shut-in for almost 
10 months.

Once the passive ICD completion model correlates to 
the actual PLT-log performance, standard procedure is to 

simulate how the well would have performed if the well 
was open hole (OH). Th e passive ICD static simulation 
is then juxtaposed against the OH simulation to com-
pare oil fl ux per compartment (Figure 10a) and pressure 
along the well bore (Figure 10b). 

Th is should be considered as an optimistic evaluation, 
because the OH would most likely not have been able to 
perform as predicted in the passive ICD static reservoir 
model. Specifi cally, the OH well would have higher skins 
in the toe due to non-uniform unloading; however, for 
comparative analysis, the skins in the two simulation sce-
narios are treated as identical and zero in both cases.

Th e modeling results show that the pressure across the 
ICD completion is about 80 psi, which is a substantial 
pressure loss in the system. Th e reason for having such a 
high additional pressure would be to eliminate any un-
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foreseen events caused by fracture systems which could 
cone gas and cause excessive gas production. Figures 11a 
and 11b show the results of the open hole and ICD static 
reservoir simulations, evaluating the potential GOR de-
crease with the ICD completion if gas breaks through in 
the last compartment in the toe.  

Figure 11 - Oil rate and GOR as a function of gas saturation: 
a) OH completion, Oil rate (Black lines) and GOR (Dashed Black 
line).
b) ICD completion (Blue line) and GOR (Dashed Blue line).

Figure 12 - Static modeling of ICD and standard screen comple-
tion, Rate 10,300 STB/D (Blue lines) Rate 15,000 STB/D (Pink 
lines): 
a) Oil flux for screen cases
b) Oil flux for ICD cases

Figure 13 - Static modeling of a longer well with ICD: 
a) Oil flux for 2700ft and 10,300 STB/D.
b) Oil flux for 3300ft and 12,000 STB/D.

Figure 14 - Synthetic permeability log (Pink) and an upscaled 
Average Perm log (Blue). 

As the gas saturation increases from 0 to 40% the GOR 
in the OH completion increases from the initial 1000 
SCF/STB to 40,000 SCF/STB, while the ICD well is 
predicted to maintain a GOR of only about 4200 SCF/
STB. Th ese remarkable results have however not yet been 
verifi ed in true fi eld trial wells.

Lessons Learned and Future Completion 
Designs
Matching the PLT-log to a static reservoir simulation 
for the sandstone well, then removing the ICD comple-
tion and replacing it with a conventional screen comple-
tion, the model shows the theoretical performance of the 
well without ICD. When the rate is increased to 15,000 
STB/D for a standard screen completion, the well suff ers 
from extreme heel-toe eff ect with the toe only contribut-
ing 1/4th that of the heel (Figure 12a). Increasing the 
rate from 10,300 to 15,000 STB/D for the ICD com-
pletion shows better balancing of the infl ow including 
higher contribution from the toe (Figure 12b). Clearly, 
the sweep effi  ciency of the ICD completion is improved 
over the conventional screen completion, deferring gas 
or water breakthrough and draining the reservoir layers 
in a more balanced way. 

Taking the next step by looking at new options to uti-
lize the advantages of the ICD completion, the wells can 
easily be extended without compromising the balancing 
eff ect, thus expanding the drainage area resulting in an 
increase of well reserves (Figure 13a represents 2700ft 

and 10,300 STB/D and Figure 13b represents 3300 ft 
and 12,000 STB/D). Th e well PI for the 3300ft well is 
increased from about 1300 to 1360 STB/D/psi. As a re-
sult, fewer numbers of wells are needed to drain the res-
ervoir volumes; however, it is recommended to perform 
dynamic reservoir simulation evaluations to establish a 
drainage strategy for the entire reservoir with the longer 
ICD wells.

For carbonate wells with very low PI, the potential for 
enhancing the well life by using ICD completions is best 
illustrated by simulating water breakthrough in fractures 
for two cases with diff erent packer density. In this case, 
the sensitivity of synthetic low permeability and the im-
pact of upscaling the magnitude of this log (Figure 14) 
have been performed to study the diff erence in the static 
reservoir modeling results. Additionally, this well has a 
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Figure 15 - Static modeling of perm variations with packers 
(Black lines) for every 3rd joint; OH (Blue lines), ICD (Pink lines) 
and ICD variable (Orange lines): a) Oil flux for Synthetic Perm  
log and b) Oil flux for Average Perm 120ft.

Figure 16 - Static modeling of perm variations with packers (Black 
lines) for every 12th joint; OH (Blue lines), “ICD” (Pink lines) and 
“ICD variable” (Orange lines); a) Oil flux for Synthetic Perm  log 
and b) Oil flux for Average Perm 120ft.

Table 2 - Comparison of OH completion and ICD completions
with different packer density.

large pressure diff erential along the wellbore of about 
300 psi, being high at heel and lower at toe. Th is gradi-
ent is caused by pressure support from water injectors 
and low connectivity between the reservoir layers.

Th e ICD completion simulations are performed with 
two sets of diff erent nozzle sizes in Figure 15 and 16 re-
spectively. Th e “ICD” simulations have the same nozzle 
size along the entire wellbore and the “ICD variable” 
simulations have diff erent sizes to balance the infl ow ac-
cording to the large pressure diff erential in the reservoir. 
Th e average pressure drop across the nozzle-based ICD 
units is initially only half of the previous carbonate well 
(about 40 psi in these cases), which should be suffi  cient 
for the ICD completion to achieve the upside potential 
for maintaining oil production at low water cut. It should 
however be noted that this pressure drop is designed spe-
cifi cally for this well to achieve good well performance, 
and should not be considered as a standard ICD unit 
pressure for low permeability reservoirs as a generality.

Simulation sensitivities are run for diff erent packer spac-
ing, based on both synthetic permeability logs (Figure 
15a), and an average permeability (Figure 15b).  In the 
fi rst set of sensitivities, packer spacing is located every 
120 ft (every 3rd joint).

Figure 16a and 16b are sensitivities for packer spacing ev-
ery 480 ft (every 12th joint = four compartments).  Th e 
impact on the simulations is noticeable when simulating 
is based on the upscaled permeability along the wellbore 
instead of using the log data. Figure 16a (Orange line), 
clearly shows that the ICD solution with four compart-
ments is not able to capture high infl ow from the high 
permeability layers towards the toe, which is much better 
captured with a packer on every third joint (Figure 15a, 
Orange line).

Table 2 shows the results after simulating water break-
through in 3 fractures in the heel. It is how much the 
ICD eff ectively decreases the water cut when water 
breaks through. If the well has “ICD variable” (designed 
accordingly to pressure diff erentials) and packers every 
third joint the water cut is estimated to be about 7% 
compared to an OH completion, which may be suff ering 
from water cut of about 53%.

Th is is substantial water cut decrease, which could re-
markably extent the well life. Th e ICD solution with 
4 compartments showed the water cut of 22%. With 
respect to evaluating the number of packers to deploy, 
there is a cut-off  limit as to how much water cut decrease 
will economically justify the increased quantity of pack-
ers. To accurately assess the economics, dynamic model 
is required, however, inferentially even the simplest dy-
namic studies would likely indicate that the additional 
expenditure is justifi able.

Recommendations for future design workfl ow:

1) To propose the best ICD completion design for future 
wells, the fi eld or the development area should be evalu-
ated as a whole.
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2) Th e fi nal ICD design of the completion should be 
performed based on LWD data and pressure gradients 
along wellbores. Th is means that drilling measurements 
are important to refi ne the ICD completion design.

3) If the well has severe pressure diff erentials, then fi rm 
operation guidelines for production rates should be es-
tablished in order to avoid crossfl ow.

Conclusions
1) All completion and production objectives are met 
with the nozzle-based ICD completions. 

2) Sandstone reservoir PLT evaluation: Th e well had ini-
tial indications of formation damage due to higher skin 
at the toe. After cleanup at higher rates, the ICD comple-
tion has increased the contribution for those zones by 
2/3rd. Consequently better sweep effi  ciency is expected. 

3) Carbonate reservoir PLT evaluation: Th ere are no in-
dications of formation damage in this well, because the 
well PI of about 500 STB/D/psi is as predicted for a per-
fect horizontal well PI.

4) For correlation purposes, perform PLT-logging at 
high rate fi rst and low rate afterwards to ensure that well 
cleanup does not alter the rate-based infl ow profi les while 
collecting data.

5) Conclusively the nozzle-based ICD completion have 
several advantages:

a. Th e ICD unit is integrated with a screen, designed to 
exclude abrasive particles above 45 µm, securing a long 
lifetime without plugging and erosion risk of the nozzles 
and the ICD unit.

b. Th e ICD unit is equipped with at least 2 or more noz-
zles, so at least one nozzle will be exposed to infl ow of 
fl uid, making the system reliable even if the well has been 
left with solids-laden fl uids down hole for a longer period 
before the well is put on production.

6) Recommendations for future completion design op-
tions:

a. Explore options of drilling and completing longer 
horizontal wells.

b. Use annular packers more extensively in order to de-
crease gas or water rates when breaking through.
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Petrochemicals     Revisited
Comperj will increase Brazil’s capacity for refining heavy oil, 
reduce imports of naphtha and petrochemical products and 

produce second-generation products for both the internal and 
external markets.

Rio de Janeiro’s Petrochemical Complex (Comperj) will 
be the largest industrial undertaking ever in the history 
of Petrobras and Brazil, and indeed the world, in terms of 
total investments in the order of US$ 8.5 billion. Due to 
come onstream in 2012 and become fully operational by 
2013, Comperj will mark Petrobras' return to the petro-
chemical sector in grand style. After almost two decades 
of reduced participation in first-generation industries, 
in line with decisions of former governments seeking to 
boost the private sector, the Company intends to increase 
Brazil's heavy oil refining capacity through Comperj. 
As a result, this will reduce import requirements of by-
products such as naphtha and petrochemical products. 
It will also produce second-generation products for the 
internal and external markets and revolutionize the socio-
economic profile of the complex’s entire sphere of influ-
ence. This will enable Brazil to achieve savings of over 
two billion dollars in foreign exchange and 200 million 
dollars per year in taxes.

Roberto Costa, Petrobras’ Director of Supply, explains, 
“It must be borne in mind that petrochemical plants rely 
on raw materials such as petrochemical naphtha, of which 
there is a worldwide shortage. Brazil is no exception in 
that it has insufficient quantities of the product with the 
paraffin content required for these plants. Furthermore, 
natural gas production has yet to reach levels to meet the 
demands of thermoelectric plants, industries in general, 
vehicles, private home and businesses. For the above rea-
sons, the use of heavy oil in such plants by Comperj will 
represent a major advantage, as it will make it possible to 

process this oil – of which there are abundant supplies 
in Brazil – to generate propylene and ethylene directly. 
The latter are the raw materials that are converted into 
petrochemical products, which will then be transformed 
into consumer goods by industries drawn to the region 
surrounding the Itaboraí-based plant in the state of Rio 
de Janeiro. It will give added value to Brazilian heavy 
oil produced in the Campos Basin, which, if exported, 
would be sold at lower prices abroad than in Brazil, as it 
is the lighter oils that fetch higher prices on the interna-
tional market. In addition to this, it will reduce Brazilian 
import requirements of naphtha, used in the petrochemi-
cal complexes of Capuava, Camaçari and Copesul, for 
example”.

Comperj is the upshot of a joint operation involving 
Petrobras, Grupo Ultra, BNDES and possibly some oth-
er minority shareholders, that will have processing capac-
ity for 150,000 bpd of Brazilian heavy oil. It will bring 
together various operational stages in a single industrial 
complex. The initial phase is the First-Generation Refin-
ing Unit, or Basic Petrochemical Unit, for the produc-
tion of basic petrochemical products including ethylene, 
propylene, benzene and paraxylene. Then there is a series 
of second-generation units that will transform the basic 
products into petrochemical products such as styrene, 
ethylene glycol, polyethylene, polypropylene and PTA, 
destined for the internal market (70%) and the exter-
nal market (30%). There will also be a Utilities Plant, 
responsible for the supply of water, vapor and electrical 
energy throughout the complex. Lastly, there are the 
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Petrochemicals     Revisited

third-generation or transformation industries drawn to 
the complex that will set up business in the surround-
ing area, in order to transform petrochemical products 
into consumer items, such as cups, plastic bags and com-
ponents for automobile assembly plants and household 
electrical goods industries.

Social and environmental responsibility will be implicit 
commitments in the complex. “From the social stand-
point, we will have a minimum impact on the surround-
ing area and be in a position to guarantee the necessary 
infrastructure. This is thanks to trade agreements signed 
with the United Nations Organization, the Federation of 
Industries of the State of Rio de Janeiro, the Getulio Var-
gas Foundation, institutions such as the National Indus-
trial Apprenticeship Service and the National Commer-
cial Apprenticeship Service, as well as universities and 11 

city halls. Comperj will generate over 200,000 direct and 
indirect jobs with a knock-on income effect during the 
construction works, as well as over 50,000 jobs after the 
complex comes on stream. For this reason, we will train 
the labor force of the region and the neighboring munici-
palities to work on construction of the complex and on 
its maintenance. Working in partnership with city halls, 
we will create integration centers in all of the municipali-
ties around the complex and train 30,000 professionals 
in 78 types of free courses. Of these courses, 78% will in-
volve basic instruction, 21% technical level training and 
1% university level qualification. The coordination of all 
training will be in São Gonçalo”, states Paulo Roberto 
Costa.

In the environmental sphere, there are plans to construct a 
green belt around the complex and also to plant waterside 
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woodland vegetation on the riverbanks. Th e neighbor-
ing population will be our partner in these undertakings. 
“We have already signed an agreement with Embrapa – 
Brazil’s Agriculture and Livestock Research Company 
– to oversee the green belt, the maintenance of which 
will be performed by laborers from the surrounding area, 
thereby generating even more jobs”, reveals Paulo Ro-
berto Costa. Th e project coordinated by Comperj itself 
will also be eco-effi  cient. It will ensure the reutilization of 
treated water from the sewage treatment stations and also 
from the fi lter cleansing units of the Guandu System, to 
be used in refi ning processes, as well as in technological 
solutions that will reduce water consumption and effl  u-
ent generation in the complex.

Now that Comperj’s conceptual project has been ap-
proved, project detailing is underway, the environmental 
licenses are expected to be released later this year and as-
suming that everything goes according to plan, thoughts 
are already turning towards expansion of the complex af-
ter fi ve years of operation. “Th e location of Comperj was 
chosen after painstaking study, as it is close to the ports 

of Itaguaí and Rio de Janeiro and the waterway termi-
nals of our Petrobras Transportes subsidiary in Angra dos 
Reis, Ilha d’Água and Ilha Redonda. Th ere is also access 
by highways and railroads and it possesses synergies with 
our Reduc refi nery, the Cenpes R&D unit and the Rio 
Polímeros petrochemical plant. In addition to this, it is 
next to an area of 20 million m2 that belongs to Petrobras 
and can ensure the expansion of the complex,” explains 
Petrobras’ Director of Supply.  

Whatever the case, the fact is that in 2013 the state of Rio 
de Janeiro – in which the municipality of Itaboraí is situ-
ated and Comperj is to be established – and indeed Brazil 
as a whole will never be quite the same again thanks to 
this undertaking. It will generate jobs, wealth and op-
portunities the likes of which have never been seen before 
that will have a powerful impact on the country’s econo-
my and will leverage its development. Petrobras will have 
fulfi lled its goal of making Brazil grow while also growing 
in tandem, with social and environmental responsibility 
as a central concern.

“We have already signed an 
agreement with Embrapa 

– Brazil’s Agriculture 
and Livestock Research 

Company – to oversee the 
green belt, the maintenance 
of which will be performed 

by laborers from the 
surrounding area, thereby 

generating even more jobs”, 
reveals Paulo Roberto 

Costa.
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Comperj Production

Petrochemical FCC:                

Basic petrochemical or first-generation products

Ethylene
Propylene
Benzene
Paraxylene 

Second-generation products

Polyethylenes
Ethylene Glycol
Polypropylene
Styrene 

Comperj’s Technological Leap Forward 

Incorporating state-of-the-art concepts, Comperj will include a pioneering technological process that will represent 
a major technological leap forward. It is Petrochemical FCC, an evolution of the fluid catalytic cracking process 
developed and patented by Petrobras’ research and development center - Cenpes. 

The new process, which will use fractions of raw Marlim heavy crude from the Campos Basin as its basic ingredi-
ent, will render feasible and maximize the direct production of propylene, ethylene and aromatic oils that are basic 
petrochemical raw materials. Therefore, unlike a conventional refinery, it will not maximize the production of gaso-
line, diesel and LPG and the priority will not be to produce petrochemical naphtha. There is a scarcity of the latter 
in national heavy crude oils, which only after being processed leads to petrochemical products.

This new development means that Petrobras will no longer need to export 150,000 barrels per day of heavy oil, 
which would fetch less on the international market, in order to put it to more lucrative use. Petrochemical FCC has 
already been field-tested at Cenpes and in the Technological Park of Petrobras’ Schist Industrialization Unit (SIX), 
where the Company has an FCC prototype-unit.

Petrochemical FCC is considered just as important to the Supply area of Petrobras as the records in deepwater 
exploration and production are to the Exploration and Production area.

Quantity (tons/year)

1,300,000
880,000
608,000
700,000 

Quantity (tons/year)

800,000
600,000 
850,000
500,000 

Petrochemical FCC is considered just as important to 
the Supply area of Petrobras as the records in deepwater 
exploration and production are to the Exploration and 

Production area.
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The Oil Curtain - An excerpt 
from the Hydrocarbon Highway

By Wajid Rasheed
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Th e Oil Curtain neatly symbolizes resource sovereignty and separates the Hydro-
carbon ‘haves’ from the ‘have-nots’. It has led to the major part of proved global 
oil reserves being booked by National or State Oil Companies*. To illustrate the 
change of ownership, in 1971 NOCs held 30% of total reserves while IOCs held 
70%. Today NOC have increased their share to 93% while IOCs hold 7%1 - 
what caused such a dramatic reversal in fortune?

Since the early 1900s the importance of oil in fi nancial, 
political and strategic matters has been bubbling up to 
the surface. Eventually, this led to a pressing need for pro-
ducing states to control Oil. Mexico was fi rst to ‘shut’ 
the Oil curtain by nationalizing its oil assets and forming 
the wholly state owned Pemex (Petróleos Mexicanos) in 
19382. By 1960 resource sovereignty had fully matured 
into a global force and the Central Bank of Oil3 - OPEC 
(Organization of Petroleum Exporting Countries) was 
created.

OPEC’s central message was clear; oil was too important 

companies. Lastly, the military and naval campaigns of 
the Second World War combined with the utility of oil 
in general transportation left no doubt that oil was a pri-
mary strategic asset. 

Producing countries were united; the old deals had to be 
undone. New deals would treat territorial owners of re-
sources and the international oil companies as equals.

Modern National oil policy has come full circle (see Fig-
ure 1). It has evolved from seeking equal treatment to 
maximising royalties to stipulating local content to full 

Open Market
privatized

Initial low 
royalties

Higher royalties 
with finds

Local content 
stipulations

Local 
capabilities

Nationalization 
“The oil is ours”

Certain Foreign 
Operators

Part Privatization 
– Gas sectors

Figure 1 - Oil and Gas Nationalization has come full circle from seeking higher royalties 
to partial privatization. 

to leave in the hands of foreigners4. It 
would seek to regulate ‘oil-rents’ and 
end arbitrary payments from foreign 
oil companies. OPEC’s thinking 
was shaped threefold. Firstly, deals 
favored foreign oil companies and 
foreign governments, not produc-
ing states. Foreign oil companies 
also controlled an outward fl ow of 
profi ts which were often the greater 
part of producing countries’ GDP. 
Generally, benefi ciaries were foreign 
governments either directly through 
shareholder dividends or indirectly 
through taxes. Secondly, foreigners 
took vital political decisions aff ect-
ing the sovereignty of producing 
countries. Oil production, foreign 
exchange earnings through oil sales, 
and ultimately, national debt were 
unilaterally dictated by foreign oil to partial privatization. 
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Figure 2 - Top Ten Global Oil Reserves 2007.

re-nationalization and now to partial privatization for 
Gas developments.

New Seven Sisters
Nowadays, OPEC decisions get as much ink as those of 
major central banks5. Yet beyond the paparazzi flashes 
and news-wire headlines, how important will OPEC and 
NOCs be for future oil supply? Realistically, the produc-
tion of OPEC and certain NOCs will be vital for several 
generations to come. To understand that reality, simply 
look at (see Figure 2) the top ten reserve holders world-
wide: Saudi Arabia, Iran, Iraq, Kuwait, UAE, Venezuela, 
Russia, Libya, Kazhkstan and Nigeria. Seven of these 
countries - the first six and Libya - are all OPEC mem-
bers. 

To see how important these new Seven Sisters6 are to 
future oil supplies, consider the reserves to production 
column (Figure 2) to see how many of today’s top ten 
global reserve holders are likely to be producers in the 
EIA Energy Reference Case year of 20307.

At that time, I will be 60 years old and probably writing 
about the world’s next 25 years of oil production. But 
more to the point of todays’ top ten reserve holders Rus-

sia would have dropped off the list while the new seven 
sisters and OPEC would still be producing away. Are you 
wondering where are the other current major produc-
ers? Canada has 22.9 years, the US has 11.7 years and 
Mexico has 9.6 years of oil reserves left at current produc-
tion rates. Upshot: OPEC and the new Seven Sisters will 
grow both home and abroad. NOCs may not become 
global household brands but they have set the trend that 
restricts IOC access to oil, and lately, the dividing line 
between the two is not so clear.   

Fuzzy Logic
The fuzziness between private and state oil companies 
stems from the NOCs that have ‘gone global’. On the one 
hand for certain companies the logic and returns of going 
global are compelling; add new production and export 
‘home-grown’ technology. Yet, on the other hand there 
is the risk of sudden nationalization. Once wellheads, 
fields, pipelines and refineries are built, they cannot be 
dismantled and sent back ‘home’. In the event of political 
change or a major dispute the Oil company’s bargaining 
power is effectively reduced. Any share it may have of 
production can only be sold off to the state concerned – 
which becomes a question of expedient valuations rather 
than ownership.



Corporate Social Responsibility  
CSR has grown to encompass the building of local ca-
pacity that may export technology and know-how, the 
saving and investment of oil profits into non-oil related 
industries but essentially it means enfranchising locals 
in most aspects of the oil company’s business either 
locally owned or managed. 

The politics of revenue distribution can be a potential 
minefield for Oil companies. They must satisfy the pow-
ers that be – state governments—and reconcile the val-
id needs of local groups whether these are communities 
that have right-of-way over pipelines or those that live 
the state that produces oil or gas. If there are competing 
ethnic groups or a self-perpetuating elite with poverty 
stricken masses then the oil company is sitting on a 
time-bomb.  Paradoxically, it is the case sometimes that 
even if Oil companies keep locals happy and build local 
industries, the government may still nationalize. 

Setting Ethical Standards  
Why do oil companies set ethical standards? Mainly 
due to past problems with ‘corruption’ and the lack 
of transparency which had savaged the reputations 
of IOCs. They learnt learnt that they were being tar-
geted by savvy lobbyists and environmental activists 
which could negatively impact their image and share 
price globally. This coupled with anti-corporate dem-
onstrations even led some IOCs to publish sensi-
tive figures regarding tax payments abroad made to 
foreign Governments in regard to operating agree-
ments. Further, some Oil companies aligned them-
selves to protecting human rights by joining the UN 
World Compact.  Legislation such as Sarbanes Ox-
ley in the USA, with its emphasis on due diligence 
has tightened up and defined the limits of ethical be-
haviour for companies acting abroad, and this influ-
ence has permeated the industry as a whole which 
generally has high levels of corporate governance. 
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What actually constitutes a National or State Oil Com-
pany? It is worth focusing here to see what distinguishes 
the NOC from the IOC. Is it 100% state ownership? 
Or just a state majority? What if the company fl oats on 
the world’s stock markets and has private shareholders yet 
retains a State majority? Yes to all.  

Th e distinction depends on whoever holds 51% or more 
of voting shares and controls overall decision making 
power. If the majority shareholder is a Government or 
State, the company must answer to them, therefore such 
a company is defi ned a National Oil Company. Th e op-
posite applies also. If the company’s 51% voting majority 
is privately held or listed it would be defi ned as an Inter-
national Oil Company.

Shareholder distinctions shed light on the responsibilities 
of each company too. NOCs have a strong responsibility 
to steward oil wealth to meet the needs of a given na-
tion and its population in a sustainable way. IOCs focus 
primarily on maximizing returns, social responsibility 
is important also but not to the same degree as NOCs. 
Most people in the industry accept that profi ts must be 
balanced with social responsibility. Private shareholders 
generally accept this too. Corporate Social Responsibil-
ity (CSR) programs within IOCs are abundant and this 
type of social spending doesn’t raise investors’ eyebrows 
as long as returns are healthy. Part-privatized NOCs fall 
into this category also. Just how much social responsibil-

ity is deemed healthy depends on the shareholders. (See 
boxes above)

We speak your language
Notable NOCs such as Petrobras and CNPC operate well 
beyond their home territories. Both companies not only 
retain majority government stakes but also raise capital 
using a canny combination of state fi nance and interna-
tional fi nancial markets to develop domestic and foreign 
reserves.  But where they really excel is by competing in-
ternationally for capital and upstream acreage and ap-
plying their unique technologies and know-how.  

Accessing reserves or holding on to them is the produc-
er’s top challenge. Consumption is a given. Subsequently, 
fi nance, human resources, and technology can be ac-
quired. 

NOCs go global
Naturally then it is a ‘no-brainer’ for NOCs with global 
ambitions to compete for foreign reserves and produc-
tion. Entering this competition makes sense for those 
NOCs such as Petrobras or CNPC that have limited re-
serves or high production costs at ‘home’ or where they 
can export ‘home-grown’ technologies abroad. It does 
not make sense for the new Seven Sisters who have abun-
dant domestic reserves at relatively low production cost. 
In the latter it makes more sense to stay ‘home’ and de-
velop national reserves. But where do the IOCs fi t into 
all of this?

Th e Oil Curtain
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Original Seven Sisters
A decade ago the price of a barrel of oil languished at 
US $10. Th is triggered ‘mergeritis’ and reformed the 
original Seven Sisters - a term coined by the Italian oil 
tycoon Enrico Mattei8. Th e original Seven were Exxon 
(Esso), Shell, BP, Gulf, Texaco, Mobil, Socal (Chevron) 
- plus an eighth, the Compagnie Francaise Des Pétroles 
(CFP-Total). During the 1990s the new ‘Prize’ for these 
companies was fi nding synergies and economies of scale. 
Management consultants were set the task of merging 
these great disparate entities and analysts evaluated the 
mergers in terms of restructuring and costs.

In the corporate cost-cutting that ensued, locations 
and operations were rationalized. Many IOC’s consoli-
dated their international operations in Houston. RD, 
technology activities and technical disciplines were seen 
as unnecessary fi xed costs that could be more profi t-
ably outsourced. At that time, only a handful of voices 
questioned rationalization; it made sense fi nancially and 
operationally. Ironically, this would strengthen the Oil 
Curtain and return to haunt IOCs. 

Outsourcing Technology 
As operators and well profi les became leaner, service 
companies grew. Th ey were required to contribute more 
value than ever before; to reduce well cost and optimize 
performance. IOCs contracted out technical niches such 
as Directional Drilling or Reservoir Modelling as well as 
entire technical disciplines such as drilling or reservoir 
management. With the advent of outsourcing ‘in-house’ 
services became the ‘in-thing’. Simultaneously, service 
companies commercialized projects that IOCs cast off .  

As the industry consolidated, Houston emerged as its 
capital city and its downtown skyline became synony-
mous with the global oil business.  Today Houston rep-
resents the oil consumption capital of the world. Th e 
oil production capital lies elsewhere. Characterized by a 
modest skyline and towering reserves, Dhahran takes that 
title. Moscow becomes the natural gas production capital 
and Doha that of LNG. Almaty, Baku, Bushehr, Lagos, 
Macae, Maracaibo are other emerging oil cities as the in-
dustry realigns.  Th e combination of oil technology as a 
commodity, ascendant oil prices and the realignment of 
cities has strengthened the Oil Curtain. Ironically as oil 
production technology becomes freely available on the 
market so access to oil reserves becomes more restricted. 

Metamorphosis of IOC
In the old days, IOCs conferred access and monetized 
oil reserves. IOCs alone had the technology, capital and 
know-how to tap the wealth of an unknown hidden nat-
ural resource.  Naturally, they bargained hard and got the 
lion’s share. Th ose ‘old ways’ show that oil reserve holders 
used to recognize IOCs as equals, perhaps, even as hold-
ing the upper hand as the IOCs was required for revenues 
to be realized9. 

Even before the Oil Curtain, some IOCs noted that the 
pool of accessible oil reserves would one day shrink. Pro-
gressive IOCs repositioned themselves for the future; 
some seeing ‘beyond petroleum’ others shut out by the 
‘Oil Curtain’. However, this does not imply the fall of 
IOCs. Some are perfectly adapted to evolve and there is 
still a healthy global EP environment for them to adapt 
to. 

Th e Oil Curtain



Figure 3 - Costs for Oil Companies
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Th e drawback is that this environment of extreme EP 
has high replacement costs as margins are squeezed by 
technical challenges (See Figure 3). Extreme EP op-
portunities exist in ultra-deepwaters, Arctic, Uncon-
ventionals and in a dazzling array of Gas-related tech-
nologies. Th ese include LNG (Liquefi ed Natural Gas) 
which mobilizes and commercializes stranded reserves 
as well as ‘Bio-Gas’ which is renewable through biolog-
ically produced methane. And in Compressed Natural 
Gas (CNG), Liquefi ed Petroleum Gas (LPG) that pro-
vide fuel for the transport and power-generation sec-
tors. Capping it all, Gas to Liquids GTL off ers high 
quality gasoline fuel. Of the original seven sisters most 
have already adapted to Extreme EP environment. Go-
ing further BP has distinguished itself in LNG and So-
lar power, and Shell in GTL and Hydrogen. 

Undoubtedly IOCs face increasingly challenging opera-
tions – extreme EP. Additionally there are a wide-rang-
ing set of challenges such as decommissioning, booking 
new reserves in a narrowing opportunity base, a lack of 
EP technology as a diff erentiator and environmental 

lobbyists. But perhaps, most of all, nationalization and 
resource sovereignty, has made business more diffi  cult. 

Despite this IOCs retain refi neries, retailing networks, 
brands, and direct access to international consumers.  
Certain IOCs for example BP and Shell have continued 
to be early adopters of new technology. Th at is praise-
worthy because by supporting innovative new ideas and 
signposting applications10, these IOCs have signifi cantly 
contributed to many EP innovations ie rotary steerables 
and expandables across the industry. Th ose IOCs took 
risks to prove tools down-hole and the benefi ts have been 
reaped by all types of oil company.  

References
Credit should go to BP for compiling the Statistical Re-
view of Energy. Regarding country and global data the is-
sue is that ultimately, all collating organizations must rely 
on country export/reserves data and to an extent each 
others data. Th e statistics therefore incorporate OPEC 
/ OGJ / Non OPEC data and so on. The approach has 
been to check regional or local data sources but to use the 
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Saudi Aramco  
Considered by many to be the world’s largest oil company and the world’s largest NOC, Saudi Aramco controls 1/4 of 
all world hydrocarbon reserves and plays a vital role in fuelling Saudi Arabia’s socio-economic growth. In this context, 
Saudi Aramco routinely evaluates its development decisions on a combination of corporate and national contribu-
tions. For example, a petrochemical project with a Japanese Chemical company contributes at both these levels by 
seeking to transform the Rabigh Refinery in Saudi Arabia into an integrated refining and petrochemical complex. The 
evaluation showed that although Rabigh would be profitable, it was not the most profitable investment opportunity 
that Saudi Aramco was considering. However, what Rabigh provided was “the most combined value to the company 
and the nation”. The national component means that Saudi Arabian society will benefit from the foreign investment, 
the new jobs created and additional revenues. The corporate component means that Saudi Aramco will extend its 
petroleum value chain, upgrade oil processing and making its portfolio more profitable. 

In the area of key performance indicators Saudi Aramco’s approach is to use IOC yardsticks in order to be best-in-
class in areas such as finding and lifting costs, corporate governance and financial discipline.

PdVsa - Venezuela 

For Venezuela’s PdVsa sustainability is stated as being central to its existence. Its definition of sustainability consid-
ers oil and gas resources from both a production and consumption perspective. PdVsa’s stated policy is to regulate 
production of oil and gas so that EP is optimized while certain blocks are conserved for the benefit of future genera-
tions of both consumers and producers. Its central belief is that because Oil is a finite natural resource, producing 
countries must exercise the sovereign right to regulate production levels so that benefits accrue to current and future 
generations of indigenous people. PdVsa also sees its role as educational and to show consumers that oil is not a 
commodity that operates according to free market rules. PdVsa recognizes that stability should exist in the market 
but this can only occur if there is political, economic and particularly social stability.  It also asks consumers to con-
sider whether they are consuming energy in an efficient way. For PdVsa sustainability must include policies of inte-
gration that allow poorer countries to have access to oil and gas. This has been the reasoning behind the Petrocaribe 
initiative by which Venezuela supplies 200,000 bopd to more than 20 of the smallest countries of Latin America 
and the Caribbean under special financing. For Pdvsa “unrestricted access to (the) energy is not the same thing as 
sustainable access”. The company views the current model as consumers demanding unrestricted access to natural 
resources but not allowing resource holders to improve the socio-economic standing of their people. According to 
the company this model is characterized by infrastructure bottlenecks resulting from decades of under-investment 
caused mainly when IOCs held unrestricted access to reserves. PdVsa’s view is that sustainability of access must 
mean that poor countries should be able to access sustainable energy sources. 
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BP SR 2008 as a reference point - see pages 6 and 8 for 
Global Proved Reserves and Production respectively.

1. Rasheed, Wajid; Hydrocarbon Highway 2009 – Table 
of  NOC and IOC Reserves Comparison 1971-2008.

2. The seeds of Nationalization had been sown by 
Mexico in 1934 when it led a hostile takeover of the 
shareholdings of foreign oil companies operating in Mex-
ico creating Pemex in 1938 - the fi rst ‘Nationalized Oil 
Company’. It can be said that BP or Anglo Persian was 
the fi rst National Oil Company but this was taken over by 
the British government from British shareholders rather 

than foreign ownership. Mexico was followed by Venezu-
ela and Iran who nationalized their hydrocarbons. 

3. OPEC Bulletin 2007-8 Undoubtedly, production is 
one end of a transaction; refi neries and consumers are 
needed too. 

4. OPEC: Origins & Strategy 1947–1973 Editor: A.L.P. 
Burdett.

5. Undoubtedly, every move made by OPEC  is watched 
by the major newswires  who have assigned some of their 
brightest minds to cover the decisions that usually come 
out from the Austrian capital. Th e wires cover these 
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Petrobras  
‘The oil is ours’ reads a sign as you leave Rio de Janeiro on the road to the oilfield city of Macae. That sign is not a 
historic throwback or juvenile street graffiti, but a modern official billboard paid for by the Brazilian Government. Its na-
tionalistic message is that oil, and oil wealth, are too important to be left to foreigners and external market forces. The 
tightrope that Petrobras must walk is balancing the interests of two very different kinds of shareholders. The Brazilian 
government still owns a majority 51% of ordinary shares while the remainder is held privately. This kind of balancing is 
ultimately made easier because from both a medium and long term perspective, Petrobras is in an enviable position. 
It has helped the country reach self-sufficiency and added reserves, while growing its operations in the international 
arena, especially the US.

• Reserves (SEC criterion): 11.7 billion barrels of oil and gas equivalent (boe) 

• Productive Wells: 14.194 

• Production Platforms: 109 (77 fixed; 32 floating) 

• Daily Production: 1.918 barrels per day (bpd) of oil and LPG

• 382.000 barrels of oil equivalent of natural gas per day

China National Petroleum Corporation (CNPC)  
CNPC, China’s flagship oil company plays an important role in China’s oil and gas production and supply. Its oil and 
gas production account respectively for 57.7% and 78.3% of China’s total output. CNPC is also a global player with EP 
projects in Azerbaijan, Canada, Indonesia, Myanmar, Oman, Peru, Sudan, Thailand, Turkmenistan, and Venezuela. 

CNPC has bet heavily on R&D to increase EP production and reduce risk in complex basins. It has developed solutions 
to improve recovery factor as well as reduce development costs. It has a strong sense of innovation and has technolo-
gies in reservoir characterization, as well as polymer and chemical-flooding. Other technologies include high-definition 
seismic, under-balanced drilling, ultra-deep well drilling rigs and X80 high-tensile steel pipes.  According to the com-
pany, by the end of 2007, CNPC had acquired 7,010 patents out of its 9,693 patent applications. 

It holds proved reserves of 3.7 billion barrels of oil equivalent. 

• Oil production: 2.75 million barrels of crude oil/day

• Gas production: 5.6 billion cubic feet/day

• Oil reserves: 3.06 billion metric tons

• Gas reserves: 2,320.1 billion cubic meters
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be to use market capitalization for top ten NYSE listed 
Oil companies, where organizations such as Petrobras 
and CNPC appear.

7. EIA World Energy Reference Case Oil Consumption 
to 2030 Annual Energy Outlook 2008 (AEO2008).

8. Sampson, Anthony; Th e Seven Sisters. New York: Ban-
tam Books, 1976.

9. Rasheed, Wajid; Brazil Oil and Gas 2006 Issue 4 – 
Black Blessing.

10. Rasheed, Wajid; Harts E&P Issue 30 2004 - Small 
Companies and Tangled Th ickets.

events pursuing the heads of delegation and hanging on 
any word or gesture in the same way celebrities are pur-
sued by paparazzi. 

6. Th e “New Seven Sisters” - 11th March 2007, the Fi-
nancial Times redefi ned the “New Seven Sisters”: as the 
most infl uential and mainly state-owned national oil and 
gas companies from  outside the OECD. Th ey were: 
Saudi Aramco (Saudi Arabia), JSC Gazprom (Russia), 
CNPC (China), NIOC (Iran), PDVSA (Venezuela), 
Petrobras (Brazil) and Petronas (Malaysia). In terms of 
Oil reserves the major reserve holders are more infl uen-
tial than Gazprom, CNPC, Petrobras and Petronas who 
are infl uential in their own rights ie Gas, Technology and 
Internationalization respectively. A variant exercise would 
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EPRasheed is looking for editorial submissions on the topics outlined in the editorial calendar. This can 
provide your company with the opportunity to communicate EP technology to the wider oil and gas 
community. 

Please send abstracts or ideas for editorial to wajid.rasheed@eprasheed.com 

Preference is given to articles that are Oil Company co-authored, peer reviewed or those based on Academic 
research. 

January
• Tupi & Subsalt             
• Deepwater and Subsea 
Technology
• Cementing  
• LWD / MWD       
• Energy Ef�iciency
• Smart Well Innovations 
• Real Time Operations
• Software Consulting for 
Oil, Gas and Reservoirs 
Exploration
• Pigging and Pipeline Testing

April
• Onshore Fields
• Completion Technology
• Smart Fluids
• Formation Evaluation
• Expandables
• Tubulars
• Drill-Pipe
• Casing Drilling
• Campos Basin & New 
• Seismic Fronteirs

MEOS
March, 15-18, 2009
Kingdom of Bahrain

IADC/SPE 
March, 17-19, 2009
Amsterdam, The Netherlands

OTC 
May, 4-7, 2009
Houston, Texas

SPE/LACPEC
May, 31 - 3 June, 2009
Cartagena, Colombia

SPE EUROPEC/EAGE
June, 8-11, 2009
Amsterdam, The Netherlands

Brazil Offshore
June, 16-19, 2009
Macae, RJ, Brazil

Offshore Europe Oil & Gas 
Conference & Exhibition
Sept, 8-11, 2009
Aberdeen, UK

Rio Pipeline
Sept, 22-24, 2009
Rio de Janeiro, Brazil

ATCE - SPE Annual Technical 
Conference and Exhibition
Oct, 4-7, 2009
New Orleans, Louisiana, USA

Petrobras Pre-Salt 
Technologies Petrobras Pipeline III

July
• Petrobras President
• Interview
• Reservoir Visualization
• Extended Seismic Feature 
(4D, OBC, Wide Azimuth)
• Reservoir Characterization
• Well Intervention
• Pipeline

October
• Multi-laterals
• MPD Managed Pressure 
Drilling
• Controlled Source Electro 
Magnetic
• Zonal Isolation
• EOR (PRAVAP)
• Heavy Oil (PROPES)
• Petrobras Off shore 
Construction

www.braziloilandgas.com

Bonus Circulation

Special Publications
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EPRasheed is looking for editorial submissions on the topics outlined in the editorial calendar. This can 
provide your company with the opportunity to communicate EP technology to the wider oil and gas 
community. 

Please send abstracts or ideas for editorial to wajid.rasheed@eprasheed.com

Preference is given to articles that are Oil Company co-authored, peer reviewed or those based on Academic 
research. 

January
• Tupi & Subsalt             
• Deepwater and Subsea 
Technology

Contribute to Brazil Oil & Gas Contribute to Brazil Oil & Gas Contribute to Brazil Oil & Gas 
during 2009during 2009during 2009

• Smart Well Innovations 
• Real Time Operations
• Software Consulting for 

• Formation Evaluation
• Expandables
• Tubulars
• Drill-Pipe
• Casing Drilling

• Extended Seismic Feature 
(4D, OBC, Wide Azimuth)
• Reservoir Characterization
• Well Intervention
• Pipeline

• Controlled Source Electro 
Magnetic
• Zonal Isolation
• EOR (PRAVAP)
• Heavy Oil (PROPES)
• Petrobras Off shore 

• Deepwater and Subsea 

April
• Onshore Fields
• Completion Technology
• Smart Fluids

July
• Petrobras President
• Interview
• Reservoir Visualization

October
• Multi-laterals
• MPD Managed Pressure 
Drilling
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